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ATTACHMENT
HARDWARE
NOT BY VMC

OTHER MATERIALS, COMPOUNDS, OR FINISHES WITH EQUAL OR SUPERIOR
PROPERTIES MAY BE SUBSTITUTED AS THEY BECOME AVAILABLE.

PROPRIETARY: EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW
WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.

MODEL SB-125 TRANSVERSE BRACING
FOR TRAPEZE HUNG
PIPE AND CONDUIT

NOTES:
1) MATERIAL: COLD ROLLED STEEL
2) HARDWARE & BRACKETS ZINC ELECTROPLATE

3) FIELD TORQUE 1/2" LOCK NUTS TO 35 FT- LBS.

5) CABLE SOLD SEPARATELY PN:140360-12.

· SB-125-01 KIT CONSISTS OF 9/16 ASSEMBLY CONSISTING OF :
2 HOLED BRACKETS, 2 SLOTTED BRACKETS
8 BOLTS, 8 SERRATED FLANGE NUTS

· SB-125-02 KIT CONSISTS OF 11/16 ASSEMBLY CONSISTING OF :
2 HOLED BRACKETS, 2 SLOTTED BRACKETS
8 BOLTS, 8 SERRATED FLANGE NUTS

· SB-125-03 KIT CONSISTS OF 9/16 ASSEMBLY CONSISTING OF :
4 HOLED BRACKETS
8 BOLTS, 8 SERRATED FLANGE NUTS

· SB-125-04 KIT CONSISTS OF 11/16 ASSEMBLY CONSISTING OF :
4 HOLED BRACKETS
8 BOLTS, 8 SERRATED FLANGE NUTS

4) SB-125 KITS:
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